FRC SOBRITE
LED WORKLIGHTS

CHEVRON STRIPING
(DEALER PROVIDED)

WHELEN
MCFLED
RED LEDS

WHELEN
TAILIGHTS

10' FOLDING

16' ROOF

MOUNT FOR
PIKE POLE

STOKES COMPT.

14' COMBO
16' ROOF
16' ROOF
24'2-SEC
| — 35'2-SEC

\ BRITAX
MARKER

LIGHTS

WHELEN 600
RED LEDS
BACK UP CAMERA J \;
PIKE
FRC SPECTRA 240V
LED TELELIGHTS
PARAPET
LADDER
WHELEN 600
STOKES ARMS RED LED
FRC SPECTRA 12V
LED BROW LIGHT
LANG
MEKRA
MIRRORS

POLE STORAGE

1.5" FRONT
DISCHARGE

CHEVRON STRIPING SIDES OF
PLATFORM (DEALER PROVIDED)

88"

FRC SOBRITE LED BOOM TRACKING LIGHTS —\

r FRC SPECTRA 240V LED TELELIGHTS

TURNTABLE, SIDE PLATES & LIFT
CYLINDERS PAINTED BLACK

S
=)

WHELEN 600
RED LEDS

J | wHELEN 600
120 VAC RED LEDS

BOTTLE COMPTS.

(7) SCBA J

] n <
] u
=
un]
| — ———1
CORD REEL
WHELEN 600
RED LEDS

r SMART POWER 10KW GENERATOR

11'6"

WHELEN 600 J *

RED LEDS

AIR CONDITIONING (BLACK)

-
LED HEADLTS. \lm
WI/ALT. FLASHER \

WHELEN 600
RED LEDS

TWO-TONE
CAB PAINT

% O / S O Y
O ; g | =
N ,;g\/ g
SR < % % O R

200' 2-1/2" CROSSLAY FRC SPECTRA 240V LED

(2) 200" 1-3/4" CROSSLAYS LIGHT (UNDER PLATFORM)

BREAKER BOX
INTERIOR HANDRAILS

=
WHEEL CHOCKS ‘
J L FEDERAL Q2B FUEL FILL
DUAL AIR HORNS Q 62" 3 N
65 194
88" 236" 241"
47
DOOR OPENINGS COMPARTMENT DIMENSIONS DOOR OPENINGS COMPARTMENT DIMENSIONS
COMPT. | HEIGHT | WIDTH HEIGHT | WIDTH | DEPTH COMPT. | HEIGHT | WIDTH HEIGHT | WIDTH | DEPTH
X 3112 13 112 38112 201/4 20 1/4 R1 3112 33112 38112 40 27112
2 23 3314 27112 41112 12178 R2 23 3314 27 112 41172 26 112 TOTAL COMPARTMENT VOLUME- 293 CU FT.
L3 23 50 1/4 27112 58 12178 R3 23 50 1/4 27 112 58 26 112
v 48112 38314 56 112 45314 26 112 R4 48112 38314 56 112 453/4 26 1/2 DOOR OPENINGS COMPARTMENT DIMENSIONS
5 20172 518 48112 22 26112 R5 48112 383/4 56172 45314 26 112 [[COMPT. | HEIGHT [ WIDTH | [ HEIGHT [ WIDTH | DEPTH |
L6 3218 307/8 40 1/8 34314 26112 R6 321/8 307/8 40158 34304 26 112 A | 918 | 2412 |[ 978 | 26 | 88
DIMENSIONS SHOWN ON THIS DRAWING ARE DRAWN BY ol
APPROXIMATE AND ARE SUBJECT TO MINOR CUSTOMER APPROVAL . GREEN W
DEVIATIONS DURING CONSTRUCTION. C | CHANGED QUARTZ SCENE LIGHTS TO LED AND WORK/BOOM TRACKING LIGHTS TO LED CAG | 121712014
NAME: DATE: %
IN THE EVENT OF A DISCREPANCY BETWEEN THE
B | CHANGED UNDER PLATFORM LIGHT FROM FRC FOCUS TO SPECTRA LED CAG | 101712014
SUTPHEN SPECIFICATIONS AND DRAWING, THE 31712014 REMINGTON VOLUNTEER FIRE DEPARTMENT
SUTPHEN SPECIFICATIONS SHALL PREVAIL. TITLE: A | REVISED FROM PRECONSTRUCTION MEETING cAG | 6014 REMINGTON, IN
WFG. FACILITY.
DRAWING IS FOR REFERENCE ONLY. SOME ITEMS | | REV. DESCRIPTION BY DATE DUBLIN SPH100 AERIAL PLATFORM
PROPOSED MAY NOT BE SHOWN OR NOTED. . THIS PRINT IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTEREST OF SUTPHEN CORPORATION lpwG. No HS-5493




